
83mm
3-1/4"

MOUNTING

MOUNTING DETAIL

3-1/4"
83mm

SLOTS

9.5mm
3/8"

27-3/4"
705mm

TO FLOOR

5-5/8"
143mm

29-1/2"
749mm

SUPPLY

FLOOR LINE

WALL FACE
686mm

27"*

*

768mm
30-1/4"

WASTE

*

457mm
18"

54mm
2-1/8"

305mm
12"

2-3/4"
70mm

ROUGH-IN

1-1/2" IPS TRAP
(SUPPLIED)

SCREWDRIVER STOP
(NOT SUPPLIED)

(NOT SUPPLIED)
WASTE

1/2" IPS SUPPLY
(NOT SUPPLIED)

REAR VIEW

902mm
  35-1/2"

(TO SPOUT

*

1. HOLD ROUGH-IN DIMENSIONS ±1/4" (6.4mm).

2. WHEN INSTALLING THIS UNIT LOCAL, STATE OR FEDERAL  
   CODES SHOULD BE ADHERED TO. FOR INSTALLATION 
   HEIGHTS OTHER THAN SHOWN, DIMENSIONS MARKED(*) 
   MUSHT BE ADJUSTED ACCORDINGLY.

3. REFER TO 5874SS OPERATION AND MAINTENANCE MANUAL
   FOR PUSH BUTTON AND VALVE INSTALLATION/
   MAINTENANCE INSTRUCTIONS. (NOTE:THIS
   FOUNTAIN UTILIZES A HIGH FLOW CARTRIDGE
   TO ENSURE PROPER WATER FLOW).
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